


First, try the “0” inserts and see where the
point of impact is. In this example, point
of impact is 10” high and right measured
directly from the center of the target to the
center of the three shot group.

Choice 1, Adjust the Front Ring
Notice that the Offset Insert is rotated 45
degrees and the “fat or +” portion of
insert forces the scope to point in the
same direction as the point of impact.
What you are doing in this case is moving
the front of the scope up and to the right
in order to make it point toward the point
of impact. You simply put the -10 insert
directly toward the point of impact and
+10 insert directly away from the point of
impact. Fire another group. If your group
is within 3” of your desired point of
impact, use your scope’s internal adjust-
ments for final sighting.

Choice 2, Adjust the Rear Ring
In this case, you are moving the rear of the
scope down and to the left in order to
make the scope point up and to the right.
You simply put the +10 insert directly
toward the point of impact and -10 insert
directly away from the point of impact.
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Offset Inserts

Signature Ring Pos-Align Offset Insert Kit includes:
One .005" offset insert marked -5 and +5 (corrects 5" @ 100 yards)

One .010" offset insert marked -10 and +10 (corrects 10" @ 100 yards) } values are approximate

One .020" offset insert marked -20 and +20 (corrects 20" @ 100 yards)

Why Use Pos-Align Offset Inserts?
The less you adjust the inside of the scope, the better your optical performance will be - it’s that simple. Signature Pos-Align
inserts essentially allow you to sight-in by adjusting the direction the outside of the scope points and then make final minor
adjustments with the scope’s internal adjustments.

Chasing the Bullet
When you make adjustments to a scope, most people think you “move the point-of-impact.” Actually, you are changing
“point-of-aim”, where the inside of the scope is pointing to match the point of impact. This is important in understanding
how Signature Pos-Align Offset Inserts work. The Offset inserts allow you to “point the outside of the scope” in the same
direction as the barrel -- and hence the point of impact. What you’re doing is making the scope “chase the bullet.”

Installation
Study the illustrations below to fully
understand the simple yet versatile
mounting possibilities.
• If you’re using a base that is

windage-adjustable, first move the
windage-adjust screws on the rear
base to bring the vertical crosshair
into alignment.

• Determine the amount of correc-
tion needed and select the proper
Pos-Align Offset Insert combination
(both the front ring and rear ring
can utilize offset inserts) that most
closely yields that amount of
correction. With various combina-
tions of offset and concentric
inserts utilized in both the front and
rear rings, you can “chase” your
point of impact 0, 5, 10, 15, 20,
25, or 30 inches.

• Always use Inserts in sets (one
“+”, one “-”) of the same value.
Never use two “+” or two “-”
halves in the same ring.

• Pos-Align Inserts can be rotated
360 degrees (at any angle) in order
to make custom corrections.
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